
CJ1W-TS562
RTD input unit, 6 x inputs Pt100, Pt1000, 3-wire, resolution 0.1 °C, screw terminal
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Specifications

I/O system CJ I/O Bus

Expansion unit type Basic I/O Unit

Type of module Analog I/O

Number of analog inputs 6

Temperature input type Pt100, Pt1000

Linear analog input type None

Resolution of the analog inputs 13 Bit

Number of analog outputs 0

Linear analog output type None

I/O connection type Screw

Number of I/O connectors 1

Detachable I/O connector c

Suitable for safety functions x

Product Height (unpacked) 90 mm

Product Width (unpacked) 31 mm

Product Depth (unpacked) 89 mm

Product Weight (unpacked) 176 g

CJ1W-TS562 | OMRON EUROPE 2

https://industrial.omron.eu/en/misc/terms-of-website-use


CJ-series Screwless I/O
Units
Datasheet

EN PDF 259 KB

EAC Mark removal
Discontinuation Notice

EN PDF 221 KB

Downloads

TERMS OF WEBSITE USE

This PDF document was created from the European OMRON Industrial
Automation website on 13 October, 2024. Click here for terms of use. INDUSTRIAL AUTOMATION | INDUSTRIAL.OMRON.EU

https://industrial.omron.eu/en/downloads/document.308046-std.lang.all
https://assets.omron.eu/downloads/latest/datasheet/en/cj-series_screwless_i_o_units_datasheet_en.pdf?v=11
https://industrial.omron.eu/en/downloads/document.1257877-std.lang.all
https://assets.omron.eu/downloads/latest/discontinuation_notice/en/eac_mark_removal_discontinuation_notice_en.pdf?v=1
https://industrial.omron.eu/en/misc/terms-of-website-use

	CJ1W-TS562
	Specifications
	Downloads


